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1. Introduction

Paper size 210mm× 297mm of A4 paper. Use 12 point Times New Roman font throughout the article. 1.15 line spacing is mandatory. Try to avoid Underline or Bold within texts.  The top margin is 30mm, while the left, right, and bottom margins are 25 mm. Headings should be all left justified and numbered. Leave one line space between headers and the first paragraph and no space before succeeding paragraphs. 
Indent the first line of the section by 5mm. All text should be left and right justified. Footnotes and underlines are not allowed.

2. Research History

The research history of the study must be stated in this section of any research paper. 

3. Citation and Reference List

“Australian Journal of Advanced Concrete Technology” citation style is based on the Chicago citation style that is used specifically for engineering and science papers. This style uses a numbered citation format, in which a number in square brackets is given as an in-text citation [1]. This number corresponds to a reference list entry at the end of the paper. The sentence punctuation follows the frames [2]. Multiple references [2,3] are each numbered within one frame [1-3]. Only published papers should be cited. The references are 5mm hanging indentation.

4. Headings 

Use at most three levels of headings that correspond to chapters, sections, and subsections.  The first level headings for chapter titles should be in 12pt, bold, justified, and the First Characters of Each Word are in Capital font. Leave one blank line before and after the first level headings. 

4.1 The Second Level Headings

The second-level headings should be in 11pt, bold, justified, and the First Characters of Each Word are in Capital font. Leave one blank line both before and after the second level heading. 

4.1.1 The third level headings

These headings should be in 10pt, bold, justified, and the first characters of first word is in capital font. Leave one blank line both before and after the heading.

5. Tables, Figures, and Equations

Figures or Tables should have proper size as shown in Table 1 or Fig.1 in the present example. Please do not put them together at the end of the manuscript.  

5.1 Tables 

Table numbers and labels should be placed on top and at the centerline of the table, using 10 font size, Times New Roman (Table 1). Number the tables consecutively and locate them after and close to where they are first referenced. Leave one line space between the table, label, and the text. Font size in all tables must be 10 font size Times New Roman. Footnotes should be 8 font size times new roman and italic. 

Table 1 This is an example of table formatting
Note: Should be placed under the table leaving no space in-between; 10-pt font; and left- and right-justified.Any format is allowed for tables



5.2 Figures

Figure numbers and labels should be placed one line under the figure, at the centerline of the figure, using 10 font size, Times New Roman (Fig.1). Images of 600 dpi resolution or more are preferable. Draw figures clearly and embed text in the image properly. Do not cut and paste from another text and ensure that the pictures look useful and readable after printing. Do not use outer boundary. Font size in all figures must be 10 Times New Roman. 

Fig.1 This is the example for figure formattingMinimum 600 dpi resolution

5.3 Copyright Form

A copyright form signed by all authors is necessary for AJACT. It should be submitted along with the paper submission. The copyright form can be downloaded from the journal’s web site.

5.4 Equations

Number equations consecutively with equation numbers in parentheses, as in

V = R.I         (1)

The equation number, enclosed in parentheses, is placed right justified. Symbols and notation should be defined when they first appear. Use one blank line before and after the equation. 

5.5 Color Figures and Drawings

You may use color figures and photographs in your paper. However, please check that your color figures are legible when printed in monochrome (black and white).

6. Conclusion

The full paper must follow this pattern.

7. Acknowledgments

Please note that this will be single-blind submission. Try to follow the reference style below. 
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